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(57) Abstract: The invention relates to a wear-resistant and sound>insulating floor coating for a motor vehicle, in particular for a 
commercial vehicle comprising a decorative layer (2) and a wear-resistant blow-moulded part (3) disposed thereunder. The aim of 
said invention is to ensure the perfect look of said coating and to obtain an improved sound insulation associated with an optimal 
wear resistance. For this purpose, said blow-moulded part (3) is provided on the top face thereof with an essentially closed flat cover 
plate (5) and a slrucmre part (6) on the lower face thereof, wherein said cover plate (5) and structure part (6) have different wall 
thicknesses- The structure part (6) consists of a plurality of small box-shaped or cup-shaped hollow chambers (7) which are open on 
one side and closed on the underside thereof, wherein at least the certain number of the hollow chambers (7), when outside closed, 
contain a common air space between the cover plate (5) and the structure part (6). In addition, the stnicnue part (6) is foamed by 
means of a foam material (4). 

(57) Zusammenfassung: Die Grfindung betrifft eine trittfeste, akustisch wiilcsame Bodenverkleidung fiir ein Kraftfahrzeug, insbe- 
sondere Nutzfahrzeug, mit einer Dekorschicht (2) und einem unteiiialb der Dekorschicht angeordneten iriltfeslen Blasformteil (3). 
Um ein einwandfreies Aussehen einer solchen Bodenverkleidung sicherzustellen und um eine verbesserte akustische Wirksamkeit 
bei optimaler Trittfestigkeit zu erreichen, wird vorgeschlagen, dass das Blasformteil (3) oberseitig eine im Wesentlichen geschlos- 
sene Deckplaiie (5) und unterseitig ein Stnikturteil (6) aufweist, wobei die Deckplalte (5) und das Strukturteil (6) unieischiedliche 
Wandsiarken (dl, d2) besitzen. Im Strukturteil (6) ist eine Vielzahl kasichen- oder becherartiger Hohlkammem (7) ausgebildet, die 
einseitig ofifen, jedoch unterseitig geschlossen sind, wobei zumindest mehrere der Hohlkammem (7), bei Abschluss nach auBen, 
einem gemeinsamen, zwischen der Deckplatie (5) und dem Strukturteil (6) eingeschlossenen Lufu^um zugehdren. Zudem ist das 
Strukturteil (6) mit Schaumstoff (4) unterschaumL 
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